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RCS/RHS Catalyst-Silencer Housings

Designed Smart. Built Tough
MIRATECH catalytic converters are better designed and
better built — so they work harder, longer, at less cost and
with less maintenance. For example, we produce catalyst
elements through chemisorption catalyst impregnation. The
result? Longlasting, cost-efficient, poison-resistant
performance. We also fabricate our housings with 304
stainless — and the patented MIRATECH banding and pinning
process is your assurance of superior thermal durability and
mechanical strength. These combos also utilize MIRATECH's
NEXT element which uses a revolutionary substrate with
cascading turbulent zones to create an element that is more
efficient and durable than comparable industrial engine
catalysts with a traditional open-foil design. Plus, NEXT
elements have a two-year warranty.

Emissions: Controlled

RCS/RHS combos use the same catalyst elements used in
the MIRATECH 1Q Catalytic Converter. The distinctive Flat-
Top Bonnet™ design — along with improved gasket material
in the RCS/RHS - eliminates blow-by, sagging and
telescoping, and maximizes exhaust-catalyst contact, for
more efficient emissions control.

The RCS/RHS brings a wide range of pollutants within
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compliance — and keeps you on the right side of the
noncompliance fine line: carbon monoxide (CO), volatile
organics (VOCs) and other hazardous air pollutants (HAPs),
particulates and soot, as well as oxides of nitrogen produced
by rich-burn engines. Each unit comes with positive-seal
slots for up to two catalyst elements — giving you an
expandable emissions control capacity. Plus, the RCS/RHS
gives you a wider compliance window for Air-Fuel Ratio
Control.

Two Levels of Silencing

RCS/RHS housings give you two levels of noise abatement to
chose from. RCS units cut noise by 25-30 dBA. When more
noise reduction is needed, RHS — hospital grade — units
deliver as much as 30-35 dBA of silencing.

Breath Easy: Full Support

At MIRATECH, we offer full support for each and every
product we ship — with professional field service, on-site
training and technical services. If you have questions, we’ll
answer them. If there’s a problem, we’ll fix it, no ifs, ands or
buts. And we’ll respond promptly with solutions.
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Your Choice: Carbon Steel Or 304 Stainless Outer Shell

Contact MIRATECH

To learn more about MIRATECH emissions solutions, simply call us at 1.800.640.3141; email us at
info@miratechcorp.com or visit our website at www.miratechcorp.com.

WHY MIRATECH’S RCS/RHS?

Twice The Performance: Emissions &
Noise Control

APPLICATIONS

Lean-Burn Or Rich-Burn Engines
©200-8000 hp

Natural Gas, LPG, Diesel Or Dual-Fuel
e(Gas Compression

ePower Generation (Backup Or
Stand-By)

eAir Compression
eLiquid Or Petroleum Pumping
e|rrigation Pumping

SUMMARY-OF
FEATURES & BENEFITS

Choose The Catalyst System That
Works Best For You:

© 3-Way Catalyst

o Natural Gas Oxidation

Diesel Oxidation

2 Levels Of Sound Attenuation:
*RCS: 25-30 dBA
*RHS: 30-35 dBA

Integrated Single-Unit Design
¢ Saves Space; Reduces
Installation & Maintenance Costs

Trunion Mount Design
o Faster, Easier Installation; Easier
Maintenance

Fewer Components
¢ Reduced Part Costs

Flat-Top Bonnet™ Element Design,

Improved Gasket Material

¢ Eliminates Blow-By & Enhances
Catalyst Performance

Virtually Indestructible Metal-

Monolith Element

o Patented Banding & Pinning Process

o Superior Mechanical Strength,
Thermal Durability & Handling Safety

Positive Seal Slots For Up To Two

Catalyst Elements

¢ Expandable Emissions Control
Capacity

125# ANSI FF Flange Straddles

Centerline — Easier Installation
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